


Model Name Capacity Readability Division Approx. weight Approval

Options

Dimensions(mm)

ZTP-15K-M 15kg 5g 3,000e CE, OIML4.1kg
ZTP-30K-M 30kg 10g 3,000e CE, OIML4.1kg

ZTP-30K-MR 30kg 5g/10g 2x3,000e CE, OIML4.1kg
ZTP-15K-MR 15kg 2g/5g 2x3,000e CE, OIML4.1kg

ZSP-15K-M 15kg 5g 3,000e CE, OIML4.5kg
ZSP-6K-M 6kg 2g 3,000e CE, OIML4.5kg

ZTP-6K-M 6kg 2g 3,000e CE, OIML4.1kg

ZTP-6K-MR 6kg 1g/2g 2x3,000e CE, OIML4.1kg
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ZSP-6K-MR 6kg 1g/2g 2x3,000e CE, OIML4.5kg
ZSP-15K-MR 15kg 2g/5g 2x3,000e CE, OIML4.5kg

ZSP-30K-M 30kg 10g 3,000e CE, OIML4.5kg

ZSP-30K-MR 30kg 5g/10g 2x3,000e CE, OIML4.5kg

ZTP ZSP

RS- 232

 ZTP/ZSP  Price Computing Scales

RoHS
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